Grinder pumps

High head & super high head

In cast iron, stainless steel AISI 316 & duplex AIS

| 329

Grinder pumps in pressure sewer systems are the only practical solution for single house dewatering in remote ar-
eas. The limited amount of water available at these single houses calls for small discharge pipes. Not only to re-
duce the cost for the discharge pipes, but also to reduce smelling and corrosion problems at the discharge points.
Only with small pipes the time that the sewage stays in the discharge pipes can be limited to avoid digestion of the
sewage while still inside the pipes. At the same time the acceleration of the total mass of water in the discharge
pipes can be fast enough so that the required minimum flow velocities -to bring settled solids in suspension again-
are met, before the pump runs out of water.
The further away from urban areas or in hilly areas, the higher heads are required. This is where the grinder pumps
of ITT W&WW Alphen fit in perfectly. Our grinders are unmatched in head generated per horsepower. The use of
the self-contained tandem arrangement can eliminate the need for an intermediate pump sump or booster pump
station. The availability of other materials than cast iron makes these pumps extremely suitable for agricultural and
industrial applications.
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Very effective cutting device
Proven reliability
High heads: for single pumps up to 200 ft

Self-contained tandem arrangement, for super high
heads: 400 ft with less than 2 times 6 hp

Optimum pump selection from a full range 1 to 6 hp.
All parts identical, except for impeller, stator and rotor.
Available in cast iron,

stainless steel AlSI 316 and duplex AISI 329

Adapters and couplings available in cast iron, stainless
steel and duplex stainless steel

Very effective grinder

The multi cutting edges on rotor and stationary part
are on the inside of the grinder unit. Hence clogs,
plastic bags and other fibrous debris cannot wrap
around the rotor. The special design of the rotor face
together with the battlemented stationary part elimi-
nates a full coverage of the suction opening and with
that a full break in the inflow of water. Once inside the
grinder the solids are gradually but steadily shredded
time after time until the parts are small enough to
leave through the ¥4* wide passage ways through the
grinder.

The cutting edges located on the inside of the grinder
are also well protected for damages by external hard
objects.

Our grinder pumps are recognized in the market as ef-
fective and very reliable. For that reason they caught
the attention of our customers and competitors as
well. Thousands of units proved this since the first in-
troduction in the mid eighties. Not only in our home
market are they the first choice for pressure sewage
systems, but in many other countries world wide.
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Super high head
with 2 pumps in tandem

For more than 10 years we successfully supplied
grinder pumps in tandem. This arrangement is excel-
lent in hilly terrains or with long discharges as it can
eliminate the need for an intermediate pump sump or
booster pump station.

With 2 x 6 hp heads up to 400 ft TDH are possible.

High head
with single pump
The ITT WWW Alphen grinder pumps are typically

high head pumps. With a single pump up to 200 ft
head is available with only a 6 hp motor.

The RS2210 series is limited in flow to well over 60
USGPM. With this flow the flow velocities are suffi-
cient in discharge pipes with 3" bore or less.

It is recommended not to select duty points on the ver-
tical part of the QH-curves. Short term running on
these sections is allowed.



Installation options

The single pumps can be installed on our guide rail
couplings, single or double guide rails, on the header
couplings or freestanding. Adapters are available to fit
on other brand couplings, both in cast iron and
stainless steel.

The tandem pumps are best used in freestanding
version with threaded discharge adapter. By starting
the upper pump with a small delay, the inrush currents
can be limited.

Design

I Grinder unit stationary part AlSI 316,
rotor X35CrMo17 hardened HRc 60

Versions available

The grinder pumps are available in cast iron, stainless
steel AISI 316 and duplex AISI 329. Optionally in FM
certified explosion proof versions. Single phase mod-
els are also available.

I Proven mechanical seal design, suitable for tandem pumping.

Pump side faces Silicon Carbide-Silicon Carbide,
motor side Carbon-Ceramic, with oil barrier

F Impeller with back vanes, to keep seal area free from debris

and to reduce the pressure on seals for longer seal life

» Volute and seal housing are from one piece,
volute with cast on feet

Central outlet, fits 1%%" / 2" ANSI 150
Bearing housing casted

Adjustable suction cover

Tapered shaft end, stainless steel
Cable gland, bolts & nuts stainless steel
Cable for submersible use
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For more details, contact:

ITT Water & Wastewater Alphen B.V.
PO Box 140,

2400 AC Alphen aan den Rijn

The Netherlands

Optional seal monitor and thermal switches in the windings
Optional flexible stainless steel cable protection AISI 316Ti

Phone: + 31172 418 687

Fax: + 31172 418 602
E-mail: itwwwalphen@itt.com
Internet: www.ittwwwalphen.com
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