


Technical Information

ROBOT PUMPS

V65-N guide bar coupling

TB8909-e 07-W46 Edition E3 4/14

Fx = 900N
Fy = 900N

Fz = 1800N
Mxy = 800Nm
Mxz = 800Nm
Myz = 900Nm

Max. flange forces
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Technical Information

ROBOT PUMPS

V80  guide bar coupling
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Fx = 1000N
Fy = 1000N
Fz = 2000N

Mxy = 900Nm
Mxz = 900Nm

Myz = 1000Nm

Max. flange forces



Technical Information

ROBOT PUMPS

Fx = 1000N
Fy = 1000N
Fz = 2000N

Mxy = 900Nm
Mxz = 900Nm

Myz = 1000Nm

Max. flange forces

V80-N  guide bar coupling

TB8909-e 07-W46 Edition E3 6/14
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Technical Information

ROBOT PUMPS

V100 guide bar coupling
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Fx = 1200N
Fy = 1200N
Fz = 2500N

Mxy = 1000Nm
Mxz = 1000Nm
Myz = 1100Nm

Max. flange forces



Technical Information

ROBOT PUMPS

224

100

2xØ14

70

35

19

22
.5

°

PCD.145, 8xM16

=140=

362

Ø220

PCD.174

Ø100

439

40
0

22
0

20
0

Ø  60.3x2.77

23
5

31
5

50 150

15

15
0

315

V100-N guide bar coupling
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Fx = 1200N
Fy = 1200N
Fz = 2500N

Mxy = 1000Nm
Mxz = 1000Nm
Myz = 1100Nm

Max. flange forces



Technical Information

ROBOT PUMPS
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V150 guide bar coupling
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Fx = 1200N
Fy = 1200N
Fz = 2500N

Mxy = 1000Nm
Mxz = 1000Nm
Myz = 1100Nm

Max. flange forces



Technical Information

ROBOT PUMPS

V150-N guide bar coupling
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Fx = 1200N
Fy = 1200N
Fz = 2500N

Mxy = 1000Nm
Mxz = 1000Nm
Myz = 1100Nm

Max. flange forces









Technical Information

ROBOT PUMPS

V250-N guide bar coupling
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Fx = 1200N
Fy = 1200N
Fz = 2800N

Mxy = 1100Nm
Mxz = 1100Nm
Myz = 1200Nm

Max. flange forces
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